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TES Series HF Online UPS
(1-10KVA 1/1 Phase)
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Capacity

UPS Structure

1KVA/1KW 2KVA/2KW 3KVA/3KW 6KVA/6KW 10KVA/10KW

General Specification

Online Double Conversion

Appearance

Tower or Rack mount structure design

Overall Efficiency

> 95% (98.5% under ECO mode)

Noise (In 2 meters)

< 50dB

Maintenance bypass

/ optional

protection

Overload, Short-Circuit, Over Temp., Utility Power Voltage High/low, BAT Voltage High/low

Alarm

Mains abnormal or Fault, BAT Voltage High/low, overload. UPS fault, shot circuit etc

Cooling System

Input Voltage

Intelligent Speed Control Cooling Fan

Rectifier Specification
220Vac (208/220/230/240Vac available)

Input Voltage Range

110~300Vac
110~176VAC/276~300VAC

Input Frequency Range

44~56Hz or 54Hz~66Hz =+ 10Hz (adjustable)

Input PF

0.99

THDI

< 3% linear load,< 5% Non-linear load

Output Specification

Output Voltage 220Vac (208/220/230/240Vac available)
Output PF 1
O‘gg;ﬁ};‘t’iﬁge 220Vac+1% (Static Load): 220Vac+2% (50-0% Sudden Change): 220Vact5% (100-0% Sudden Change)

Output Freq Cutility)

46Hz< input Freq.<54Hz , output Freq.=input Freq.;
When Input Freq.<46Hz or >54Hz, Locked at 50Hz

Wave form Pure sine wave
Distortion <2% (Linear Full Load), <4% (100% Non-Linear Full Load)
Crest Ratio 3/1
Inverter efficiency > 95%
Short circuit Circuit Auto Protection, Output Voltage/Current O

Noise Suppression

EMI/RFI Wave Filter

Battery voltage low

Shut down protection

Dynamic Response

3% at full load, recovering in 20ms

Software set on/off

Static Bypass Transfer
Time

available
Bypass Specification

Oms (the Static breaker phase lock control technology)

Static Bypass Range

80Vac+5%~285Vac+5%

Bypass -> INV Transfer
Time

Ext. Model rated voltage

<4ms <2ms

Battery Specification
72Vdc 96Vdc

36Vdc 192 Vdc defult /240Vdc (optional)

Charging current

Communication Port

4-12A 6-12A

Communication Specification

Std.RS232/EPO; SNMP/485/dry contact (optional)

Remote Software

Multi-functional Monitoring System, Online and BAT Mode Status, utility fault, BAT Fault, Remote Control

Physical Parameters

Size mm
(WxDxH) Ext. type 214 144 X397 X214 144 X397 X214 190x360%335
46/10 47/10.5
Weight Kg Ext. 9/5 15/7 20/7.5
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